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PARTS LIST
Accelerator pedal cover

2 Pedal pads

2 Pedal pad covers

Upper plate

Lower plate

9 Rivets

TOOLS AND SUPPLIES REQUIRED

Drill
2 mm and 5 mm Drill bits
Eye protection (safety goggles, face shield, etc.)
Electrical tape
File
Felt-tip pen (white)
Pushpin
Rivet tool (MAR 3900) 

INSTALLATION 

Customer Information: The information in this 
installation instruction is intended for use only by skilled 
technicians who have the proper tools, equipment, and 
training to correctly and safely add equipment to your 
vehicle. These procedures should not be attempted by 
“do-it-yourselfers.”
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Installing the Accelerator Pedal Cover

1. Apply the parking brake. Align the accelerator pedal 
cover with the accelerator pedal. Mark the 
accelerator pedal through the three holes in the 
accelerator pedal cover using a felt-tip pen (white).

2. Using a pushpin, pierce through the accelerator at 
each mark.

851306AR 

FELT-TIP PEN 
(WHITE)

3 HOLES IN
ACCELERATOR 
PEDAL COVER

ACCELERATOR 
PEDAL COVERACCELERATOR 

PEDAL

PUSHPIN

3. Remove the accelerator pedal cover. While wearing 
eye protection, drill the accelerator pedal at the 
pierced marks to 5 mm:
• Wrap each drill bit with electrical tape 7 mm from 

the tip.
• While holding the accelerator pedal to the floor, 

drill each pierced mark with a 2 mm drill bit and 
finish with a 5 mm drill bit.

• Using a file, remove the burrs from the edges of 
the holes.

751504AR 

DRILL
BIT: 2 mm, 5 mm

7 mm
(0.3 in.)

MASKING 
TAPE

ACCELERATOR 
PEDAL

MARKS
MADE IN STEP 1
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4. Slide the upper and lower plates into the left side of 
the accelerator pedal. Note the installation direction 
of the upper and lower plates.

751505AR 

UPPER PLATE

SIDE VIEW

LOWER PLATE

ACCELERATION 
PEDAL

LOWER PLATE

UPPER PLATE

5. Place the accelerator pedal cover on the accelerator 
pedal, and insert one rivet through each hole in the 
pedal cover and into the plates. Using a rivet tool 
(MAR 3900), secure the accelerator plate to the 
accelerator pedal.

751603AR 

UPPER/
LOWER 
PLATE
Hold tightly.

3 RIVETS

ACCELERATOR 
PEDAL

ACCELERATOR 
PEDAL COVER

RIVET TOOL
Pull out while depressing 
the accelerator pedal 
fully by hand.

ACCELERATOR PEDAL
Press fully
by hand.

ACCELERATOR 
PEDAL
Depress
by hand.

ACCELERATOR 
PEDAL

PLATE

ACCELERATOR 
PEDAL COVER

RIVET
Install at right 
angles to the 
installation 
surface.

RIVET TOOL 
(MAR 3900)
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Installing the Pedal Pad Cover

6. Remove the vehicle brake pedal pad from the brake 
pedal.

7. Separate the rubber pedal from the brake pedal 
cover. Install the new pedal pad on the brake pedal. 
Check that the pedal pad is installed on the brake 
pedal securely.

751702AR 

BRAKE PEDAL

VEHICLE BRAKE 
PEDAL PAD

751703AR 

BRAKE 
PEDAL

PEDAL 
PAD

BRAKE 
PEDAL

PEDAL PAD
Install securely.

8. Align the pedal pad cover over the pedal pad.

9. Insert one rivet through each hole in the pedal pad/
cover and into the brake pedal. Using the rivet tool, 
secure the brake pedal pad cover to the brake pedal.

10. Repeat step 5 thru 9 to install the pedal pad and 
pedal pad cover to the clutch pedal.

752105AR 

PEDAL PAD 
COVER

PEDAL 
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751704AR 

3 RIVETS

BRAKE 
PEDAL PAD 
COVER

RIVET TOOL
Pull out the tool 
while depressing 
the pedal.RIVET 

TOOL

PEDAL
Press fully 
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Install at right 
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